1016 E. EUREKA ST. 


FALL 1995 
CATALOG SUPPLEMENT 


® P.O. BOX 1105 


PHONES: 419/227-6573 or 223-2196 
FAX MACHINE: 419/227-1313 
MON.-FRI. 9-5:30, SAT. 9-1 . 


PRICES ARE F.O.B. LIMA, OH 
ALLOW FOR SHIPPING CHARGES! 7 ‘ 


ITEMS OVER 140 LBS. SHIPPED 
MOTOR FREIGHT COLLECT 


INCLUDE PAYMENT IN FULL 


USE YOUR VISA/MASTERCARD OR DISCOVER 


REMBRANDT ANTENNA 


FM STEREO ANTENNA, 


AUDIO OUTPUT METER] 


TS-585 OUTPUT METER for pee 


omni-directional audio amps, filters, os- #? % 
8-element antenna cillators. Ranges 0.1-5 
is electronically mw, -lO-+7 dbm; 1-50 mw, 
"rotated" using 0-+17 dbm; 10-500 mw, 
remote command con- +10-+27 dbm; 100-5000 mw oan * cf 
_ trol. Elements each +20-+37 dbm read on 3.5" Bk f 
8 . * 20" long; assembled| dia meter. Multiplier —@ a= 
auamis. 4%, oFits. 1.25" dia mast; mount in- Gircuit x0.1,; xl, x0, ‘ ns : = 
= ® 


doors or outdoors. With 50 feet 4-conductor x100 allows input im- 


lead wire, control unit, and hardware; 7 lbs pedances 2.5 to 20000 ohms in 40 steps; 30- 
sh. REMBRANDT Model 5000, NEW, $25.00 10000 Hz response. 8.5x11x5.5, 17 lbs sh. 
USED, $69.50; Manual-reproduction, $8.50 


VACUUM TUBES 


Huge government sales of 
electron tubes allows us 
to offer the following 
audio, transmitting, 
and receiving tube 
types. All are UNUSED 
MILITARY-BOXED unless moted otherwise: 
++eetttteeeeegeteeeete tte test 
2A3 branded "Penta Labs - Made in USA" but 
look Chinese-made, $14 ea. 10 for $120 
6B4GA Sylvania made version of 6B4G with 
GA-glass and cathode. Does not test 
like 6B4G in tube tester but performs 
as well in most circuits, S70 
5751 Phillips ECG, industrial 12Ax7, $3.50 


wis 


AUDIO GENERATOR 


DATA ROYAL F370A 
AUDIO SINE GENERA- 
TOR (TS-421C), 
general purpose 
solid-state unit 
“has output 20 Hz to 
X1-X10-xX100. Input 
0-2.0 V/-10-+8 DB 
with attenuator 0-40 DB in 5 DB steps. 
Output Level Meter measures 0-65 V/+15 to 
+38 DB with attenuators 0-10 DB in 1 DB 
steps and 0-100 in 10 DB steps. 
Adjust 0-100. Output impedance ’S W max into 
selectable resistive loads 50-200-600-5000 


Level Voltmeter measures 


6DJ8 Amperex BUGLE BOY, USED-checked, $7.00 ohms. Requires 115/230 VAC 50-1000 Hz. 5.8x 
a aa aS AS ES ae a ll ee i i ee ae oe ae 17x14.8, 29 lbs sh. USED-REPARABLE, $99.50 

2K25 Raytheon Blue, X-band, : $45. CHECKED, $145.00; MANUAL partial repro, $10 
4CX250FG/8621 Amperex, unused-pullouts $50. 

4CX300A/ 8167 Eimac in sealed cans, $85. 

4D32 Raytheon, Ses. $35. H-P VOLTMETERS 

1625 National Union or =, $5+50 $4.50 

6146W GE, $19.95 each; 10 for $175. 


HEWLETT-PACKARD 400E ANALOG 
VOLTMETER for AC measurements 


+++ tt tt eee et +t tet ett tet 


SR4WGB Cetron, $4.00 6AJ5 Tungsol, $3.50 5 - 

6DK6 GE, $3.00 6SC7 GE $4.00 with full range scales 1 mv to> 

6SG7 RCA, $3.00  12BE6 ECG, $3.25 300 V in 12 steps 1-3-10 se~ © 

955 acorn, $3.50 5676 £/ PRC-6-10, $4 Guene gsc DR PANGAS 4760 £0) +50 ae & 

5852 Bendix (= 6X5), $4.50 in 10 DB steps. Response 10 & 

5998A Sylvania $9.95 7586 nuvistor $x5 $10 Hz-10 MHz; input impedance 10 

8056 nuvistor, $5. 8058 nuvistor $25 $18 megohms. Requires 115/230 V 48-440 Hz; 9 lbs 
sh. USED-REPARABLE, $75. CHECKED, $135.00 


MANUAL for HP-400E, partial repro, $10.00 


Mm MILITARY SPEAKERS 


AM-6747/V AMPLIFIED SPEAKER 
for monitoring audio of 
R-442 & RT-246/524 radios 
from remote location. Con- 
nection for H-189 or H-250 
handset to allow remote key- 
ing of transmitter. Requires 
28 VDC; can be modified for 
12 VDC. Similar to AM4979; schematic inside. 
5.6x5x3 + 2" top bolt; 6 lbs. UNUSED, $35.00 
++etetttettetetetete tte teete et 
NON-AMPLIFIED SPEAKERS but similar style: 
LS-166 with cord & U-77 plug, USED, $15.00 
LS-454 w/ cord & U-229 plug, UNUSED, $24.00 


HEWLETT-PACKARD 410C VOLTMETER, 
solid-state meter has full 
scale DC ranges +/- 15 mV to 
' 1500 V in 15-50 sequence, AC 
. ranges 0.5 to 300 VAC 0.5-1.5-5 
& & sequence, DC AMP ranges +/-1.5 
ae uA to 150 MA, 1.5-5 sequence, 
en ; and seven RESISTANCE ranges 
10 ohm to 10 Megohm center 
scale. AC response 20 Hz to 
- 700 MHz using AC probe. Re- 
quires 115/230 VAC 48-440 Hz; 5.1x6.5xll, 12 
lbs sh. USED-REPARABLE, $95. CHECKED, $175. 
MANUAL for HP-410C, partial repro, $10.00 


sete it au REPLACEMENT * 
mplitu ? 


i 


RRM ARREKKE HO 


ae Bae’ aioe 
ALS POSTAGE| 
maa} US| E 
‘“ 
' ' 


r? 
Fen} 
Qo 
ro 


ed sinha 
INSUEFIC ICIENT ADDR 
NOAVAIBAEZEP ACL. 


ay 


Sa? 


“NS 


COLLINS S-LINE RADIO 


obtained from the U.S. government. KWM-2A's 
and 30L1's have been tested for basic 
operation, but adjustments may be required. 
Assume that equipment does not conform to 
current FCC standards. "Winged"-label; 
"mint" "like new" units not available. 


KWM-2A, TRANSCEIVER 
with PM-2 PORTABLE 
AC POWER SUPPLY; 
operates in 3.4 to 
30 MHz range non- 
continuous depending 
upon crystals in- 
stalled @ 100 watts 
LSB-USB-CW max. Tunes in 200 
KHz bands across set xtal frequency; in- 
cludes crystals to cover 3.4-4.0, 7.0-7.4, 
14.0-14.4, 14.8-15, 21.0-21.6, and: 28.5-28.7 
MHz & provision for 14 others. Sensitivity 
0.5 uv for 10 DB S+N:N ratio. Selectivity 
2.1 KHz @ 6 DB, 5.3 KHz @ 60 DB. Impedances: 
50 ohm RF input; 4 or 500 ohm audio out. 
With PM-2, requires 115/230 VAC 50-60 Hz. 
7.8x14.8x13.3 +4"D (PM-2), 38 lbs sh. $495. 
KWM-2A less PM-2, USED-REPARABLE, $425.00 
DEER aL a SOE MN Re I OK RO IC 


"S" METER for KWM-2A, made for 
NEW, $29.95 


or 


Collins by Simpson Electric. 


COLLINS 30L1 RF POWER 
AMP.,. manually tuned 
five bands 3.5, 7.0, 
14, 21 and 28 MHz. 
Amplifies 70 watt 
drive signal of 
KWM-2A transceiver 
to 500 watts PEP us- 
ing four 811A tubes. 


Metered 1 AMP/2 KV DC. 
Requires 115/230 VAC 50-400 Hz. 
TUS 


TeSxVAs 
44 lbs sh. USED-REPARABLE, $550.00 


516F2 AC POWER SUPPLY for 
32S and KWM-Series trans- 
mitters; usable with or 
without 30L1 power amp. 
Complete with cabinet, 5U4 
and 5R4 (or =) tubes, and 
cable. 10x7.5x1l, 33 lbs sh. 
USED-REPARABLE, $135.00 


312B-4 STATION CONTROL, has 
directional RF wattmeter, 
phone patch, 4 ohm speaker, 
2.5" meter, and Transmit- 
Receive switch for KWM-2A. 
Wattmeter ranges 200 & 2 KW 
Forward or Reflected over = : 
2-30 MHz. Phone line impedance 500- 600 
balanced. 7.8x10x12.3, 13 lbs sh. $150. 


ohms 
00 


++ tet tee ete eete te teeeteeeeet 
MILITARY MANUAL SET for KWM-2A, 30L1, 30S1, 
516F2, PM-2. #TO 31R2-4-183-2/3, repro, $30. 


S95-P37 


DOUBLE RACK 


DOUBLE RACK EQUIPMENT CABINET 
w/ rear doors, castors and two 
top 10" dia fans. Full panel 
heighth each side: 61.5". Blue 
side panels; steel constructed. 
Ofa_74.5°H x7 45° 242455"D,300 
lbs sh. #2RK-1962, USED, $175. 
#3RK-1962 TRIPLE RACK, similar to above but 
3 racks; 68" wide, 450 lbs sh. USED, $250. 
#FAN-PAN VENTILATING FAN PANELS mount into 
above racks; 5.5"Hxl9"Wx21"D. 115 VAC 60 Hz; 
30 lbs. USED, $35. ($25 if purchased w/rack) 


PROJECT CASE] 


CAST ALUMINUM CASE with tog- 
gle cover screws; rugged 
construction allows this 
8.5"Wx4"Hx5.5"D case to of- 
fer serious protection of 
valuable items when used for storage or as 
enclosure. Originally part of GRC-109 RX/ 
TX/PS; 5 lbs sh. #CS-GRC109, used, $10.00 


ALUMINUM PROJECT BOX or 

11x8x4 carrying case; has 

hinged 2"D top with spring- 

loaded handle. Bottom half 

has panel with 2.1" dia hole 

for a meter; use for project 

Or remove panel to make 

storage case. 5 lbs. #CS-ID-1708 UNUSED, $12 


ALUMINUM PROJECT CHASSIS, 2"Dx 
7"Wx5"H with two BNC connecto1r 
sand two pair red-black test 
lead receptacles; four bottom 
corner pads. Marked "Handset 

3 lbs. #CH-HBBX, new, $5.95 


MODUTEC METERS F 


MODUTEC PANEL METERS, 1.8" high 

x 2.8" wide bezel; fits into 

1.6" dia hole. USED. SPECIFY: 
O=150 VAC, “$7595; 
0-40 VDC, $7. 0-150 AMPS DC w/shunt, 
0-50 AMPS AC with current transformer, 


Breakout Box"; 


$10. 
$12. 


4-QUTLET BOX 


WEATHERPROOF OUTLET BOX, 
(&. four 3-conductor AC 

outlets are covered by 

; separate spring-loaded 

covers in rugged aluminum enclosure; 9" ca- 

ble has 3-pin Cannon connector. Can be hard- 

wired for use with extension cord, etc. 5.5x 
3x6.5, 4 lbs sh. #WP-4AC-BX, used, $12.95 
ie a RAD hi Buk ak aie Oe ane eet it 


19 FOOT AC CABLE with 3-conduc- 
tor plug; PVC jacketed shield- 
ed cable has six #18 vinyl- Ii 
covered wires in pairs to con-/_ 
nector; 3 lbs. #6C-19, $2.50 
USA to EUROPEAN POWER ADAPTER : <i 
CORD, has USA 3-conductor female plug one 
end and 2-pin European male plug on other. 
Suitable for radios, test equipment, comput- 
ers, etc. 13" long. #USA-EU-CORD, new, $3.50 


COAX RELAYS 


TELEDYNE MICROWAVE COAXIAL 
RELAYS, DC to 22 GHz with 24 
to 30 VDC coils, solder term- 
n inal & SMA connections. USED: 
#CS-38S16, 6PST, 7-SMA; 1.5" sq X2.3". $35. 
#CS-33S10, SPDT, 3-SMA; 1.5"Hx0.5"Wx2", $20. 
St tite fF tt tot tt + 4 oF + Ee + 
AMPHENOL #327-10562-3 TRANSFER | _ 
RELAY, rated 1KW; DC to 1 GHz. ™™ &« 
Coil 26 VDC; four N-connections. eb 
2.5x2x2.2, 1 lbs sh. NEW, $34.95 


COAXIAL CABLES 
COAXIAL CABLES with RF CON- 
NECTORS, unused: 
j #A3028297-5, RG-214 silver- 


shield coax w/N-conn, 66"L; 50 ohms. $10.00 
#A303386-5, RG-223 w/ TNC conn; 15'L, $5.00 
#A3033893-10, SMA JUMPER with right-angle 

SMA connectors; 14" long, $4.50 


S95-P38 


VAR ee ae 
JOHNSON (or =) VARIABLE 
INDUCTORS with vernier 
tuning drives. Each 
has 1/44 dias /2” é j 
long shafts and 2.8"H ae 
x2.5"W ceramic end plates. USED: " 
#229-202, 18 UH 5 amps using #12 wire; 

5.9" Lx3"Hx2.5"W,53 Tbs sh. $37.50 
#229-201, 10 UH 3 amps using #14 wire; 

£. 4 US "NX2 310) Wis Selb Siesh. 1 Seon 50 

++ et ett et ee tee eee et ett 
JOHNSON VARIABLE AIR CAPACITOR, 6-140 pf 
500 V trimmer. Shaft 1/4" dia x 3/4"L; 
ofa 2.6"Lx1.2"Hx1l"W. #158-6-2, NEW, $3.50 

Bi i a ee eh Uk ue ee) ee ee fee Ga mS ed 


ofa 


ofa 


ROLLER INDUCTOR tunes 0.1 
to 50 uH; 38-turns 3/8"W 
edgewound silvered ribbon © 
forms 8" long x 4.3" dia & 
coil between fiberglass 
end plates. Part of 1 KW 
antenna tuner; o/a 7.3x13 © 
x5.2, 8 Ibs sh. #L1/CU938. used, $65.00 
PANCAKE ROLLER INDUCTOR, 
7 UH horizontal 9-turn 
S26 = OU ispiralawith 1/2" 
copper ribbon; tracked by 
roller on rotary arm. 
G : Mounted to 10.5"x11.5" fi- 
berglass deck; part of 10 KW network. 
9 lbs. #P-IND-75, used, $37.50 
#IND-A29A30 20 UH PANCAKE INDUCTOR, similar 
to above except ceramic deck; 12 lbs. $59. 


MULTI-TAP RF COIL, 


RF TRANSFORMER for large 

old Westinghouse xmitter 

consists of 14"L x 4.5" 

dia phenolic cylinder 

with multiple windings 

of #14 silver-tinned wire 

plus two tunable variometers 

inside cylinder. Coil #1 varies 92 eS 

to 300 uH and is in series with 88 uH 
variometer. Coil circuit has 12 turns, var- 
iometer, then 26 turns with 7 tapsieConl 2 
is 106 uH from 38 turns with 7 taps. Second 
variometer (16.3 uH) is not coupled to coil, 
but is placed between 12th & 13th coil turn. 
Variometers rotate 360° and are varied by 
1/4" dia shafts that extend 1.5" beyond cyl- 
inder. 22 lbs sh. #647-8645, UNUSED, $49.50 


[VACUUM VARIABLES 


JENNINGS CVDG-1000-15 
VACUUM CAPACITOR with 
24 VDC motor drive tun- 
ing; 10-1000 PF capaci- — 
tance, 15 KV peak. 
Drive has 5/16" dia 
splined shaft for gear 
meshing. 5x5" mount “ ; 
flange, o/ia O'R? 12 Vhs she. USED, 95215500 
++ teetttee eee e tet tt ett st 
VACUUM VARIABLE CAPACITORS, manually tuned: 
#CVA-7-5, ceramic 3.5-7 pf 35 KV 4.3"Lx3" 
dia, 5 ibs sh. NEW, $55.00 
#CVCH-1000-5 or =, 7-1000 pf 5 KV; 7.8"Lx3" 
dia. 4 lbs sh. USED-tested, $150.00 
#CVBD-1500-10, 35-1500 pf 10 KV peak; 9.8"L 
Xo 562 Ola, ns SDs. USED-tested, $315.00 
#CVDB-2300-10, 50-2300 pf 10 KV peak; 10"L x 
5.6" dia, 13 lbs sh. USED-tested, $375.00 
#CVFB-1500-40, 20 to 1500 pf 40 KV peak; 
12.5"Lx6.5" dia, 26 lbs. UNUSED, $750 $595 


32 MF 4500 V 


ENERGY STORAGE CAPACITOR 
non-PCB; 10x4.5x3.5, 
5 USED-clean, $36. $30. 
88 MF 1200 vDC, $17. 224 MF 1500 V, 
8 MF 4 KV case ground; 8.3x3.5x2, 7lbs. 


1996 ARRL HANDBOOK jerere 
RADIO 


AMATEUR'S HANDBOOK with 3.5" dia IBM com- 
patible software disc; softbound cover. 
Available November 1995; 5 lbs sh. $38.00 
kK OK kK Ok wk OK KOK KK KK KK KK KKK 
ANTIQUE RADIO EQUIPMENT & PARTS available; 
excess from Fair Radio collection. 
kind items. WRITE or FAX for list! 


10#. 


$27. 
$10. 


One-of-a 


USB LF CARD RECEIVER 
62 to 106 KHZ UPPER 
SIDEBAND CARD-RECEI- 
" ~" VER with 455 KHz USB 
| 4.0 KHz bandwidth mechanical fil- 
ter (Collins F455Z 40F/ 526 9899 
010). Card has 3 dual-gate FET's 
as mixer, IF amp, and product detector. Also 
2-stage audio amp with active lo-pass filter 
followed by UA716C audio IC. Cards require 
input of 519-563 KHz originally supplied by 
crystal oscillators (see below) and 455 KHz 
input product detector. Add your own RF amp 
and modify to make VLF receiver. W/ transis- 
tors 3/2N929, 3/3N187; requires 18 VDC. 0.8x 
8.8x2.3, 2 lbs sh. VLF-USB-40F, used, $35. 
22-PIN EDGE CARD CONNECTOR for above, 2/ $2. 


CRYSTAL OSCILLATOR CARD f£/ above, our choice 
of xtal frequncy in 519-563 KHz range. Util- 
izes Colpitts transistor oscillator, “locked 
divide by 4" oscillator and buffer. Transis- 
tors 2/2N3933, 2N4074; requires 18 VDC in. 
#XC-7759, used w/ schematic & connector, $4. 
#XC-7759-455, as above except 455 KHz, $7.50 

+eeteetetetetetee eet + + HS Gee 
CEI/WATKINS-JOHNSON PC BOARDS removed from 
demodulator units. Both use WJ-M6 double- 
balanced mixer for 0.2 to 300 MHz: 

LF CONVERTER BOARD, demodulator for 336/384 
/432/480 or 528 KHz. Has WJ-M6, dual gate 
MOSFET input, crystal osc-divider & output 
amp. Input: 10K ohms @ 50 mv. Output 100 
mv into 1K ohms, 60-108 KHz. Requires 18 V 
DC; 1x6x2.5, 1 lb. #CEI-WJM6 w/info, $10. 

EXPERIMENTER'S BOARD with WJ-M6 mixer, six 
2N2222, 74-type IC's, 78M05 reg. & 4/2500 
pf Erie feed-thru capacitors. In metal 
box. 1x8x4.2, 2 lbs sh. #31196-WJM6, S6. 


CATHODE RAY 


VC-136-P7 3"x5" FLAT-FACE 

CRT, blue fluoresence, 

yellow persistance. Re- 
quires -2600 VDC; deflec- 
tion plates 150 VDC. With metal shield and 
socket. 14.5"L, 5 lbs sh. USED-good, $25. 
Men ee ee oF 
3BP1A, popular 3" dia green electrostatic; 
med-Diheptal 12-pin base. NEW, $15. 2/825. 
1EP1, tiny 1.3" dia x4", electrostatic green 
CRT; small Unidekar ll-pin base. NEW, $30. 


EIMAC SK-306 


EIMAC SK-306 AIR CHIMNEY for 
4CX5000 PA-tube or =. Top 4.9" 
dia; bottom 6.9" dia + 1" wide 
mount flange; fiberglass, 3 lbs. 


PRECISION POT 


/ ... 10K OHM PRECISION POTENTI- 
: { @ OMETER, two 0-9 decade di- 
_ =" als for 1K and 100 ohm 
Gane steps plus 0-100 ohm vern- 
ier. Pot 7 -5"iLx2 bem aie 
mounted on 4.1"Wx3"H bracket. Similar to ESI 


X451; 3 lbs. #DEC-POT-10K, used-EXC, $24.95 


NICKEL-CADMI UM 


MILITARY NICKEL-CADMIUM BAT- 

TERY PACK, four D-cell bat- 

teries in plastic pack pro- : 
duces 4.8 V 3.2 Amp-Hr; 3/80 date code. 


325s 
SROXL Opes. Lbs sh, 


#4D-2704, UNUSED, $9.95 


TAP SWITCHES 


ELECTRO-SWITCH TAP SWIT- 
CHES, 3 lbs. UNUSED: 
, #568-5883, 4PDT 60 amp 
40 VDC; with knob. 


4"Hx4.4" dia., $7.50 
#124106LE, 6PST 45 A 600 Vv cont., 40 A 600 


VAC interrupt; no knob. 4.5"Hx4.4" di. $10. 


TWIN-LEAD WIRE 


TWIN LEAD HOOK-UP WIRE, 5000 

foot reel of 2 x #24 low volt- 

age control cable; suitable for 

speaker, field phone, outdoor 

lighting or similar low voltage wiring uses. 
32 lbs sh. #2x24-5K, NEW, $29.95 


5-20 MHZ TRANSMITTER UNIVERSAL BRIDGE 


om MBP T-195/GRC-19 TRANSMITTER ZM-30/URM-90 RESISTANCE- 


1.5-20 Mhz AM-CW-FSK in CAPACITANCE - INDUCTANCE 
ten bands manual or auto BRIDGE, portable unit has 
tune. Power output 100 W _ ranges: Resistance 0.1 
Cio = Lei 90) Wil (Cl 2 1'6)) milliohm to 11 megohms; 
80 W (16-20 MHz). Uses Capacitance 0.1 pf to 


- two 4X150D tubes in pow- 1100 mf; and Inductance 
er amp & 20 other tubes. Requires 22-30 VDC 0.1 uH to 1100 Hy. Also 


42 amps input (9 A “"standby") for dynamotor. Dissipation Factor (R/X 
Companion to R-392 Rx. LESS BATTERY & VU or D) 0.001 to 1.05 and 
METERS. toot 22x 4, 5), 135 Lbs. USED, $165. Storage Factor (X/R or Q) 0.02 to 1000. 
T-195-B, has solid-state power supply, $215. Frequency range 100-10000 Hz; 1 KHz in- 
MANUAL for T-195, partial repro, $20.00 ternal oscillator. Uses 6U5 eye tube as 
POWER CONNECTOR for T-195, $7.50 internal detector for AC measurements; 


galvanometer for DC measurements. Front 
a i asi S < < cover may have split corner seam. Requires 
SUNAIR HF-SSB RECEIVER 115 VAC 50-60 Hz; 10.5xll1.5xll, 23 lbs sh. 
2 USED-REPARABLE, $99.50; CHECKED, $145.00 


SUNAIR GSR-920 HF MANUAL, partial reproduction, $10.00 


RECEIVER, rugged 
X-BAND TEST SET 


solid-state syn- 
TS-147F X-BAND TEST SET ge TR 


HP-8445B PRESELECTOR 


HEWLETT-PACKARD 
8445B Opt 002 
TRACKING PRESEL- 
ECTOR for use ’ 
with 85554 spec- = BAe Seen 
trum analyzer over 10 MHz to 18 GHz. Sup- 
presses mixing image and multiple responses 
during spectrum tests. Functions as YIG fil- 
ter over 1.8-18 GHz with selectable scans of 
2-4-6 or 8 GHz. Uses low pass filter below 
1.8 GHz. Option 002 provides COARSE and FINE 
manual controls and MODE Auto-Manual-Remote- 

Low Pass select; N connections. Requires 
100/120/200/240 V 48-440 Hz. 3.5x16.8x18.4, 
25° Thsish. USED-REPARABLE, $450.00 
HP-8445B/002 with 5-digit LED display, $695. 
kK Kk Kk OK Kk KK KK KK KK RK KR KK KK 
HP-141T/8552B/8555A SPECTRUM ANALYZER DC to 
18 GHz; 60 lbs. USED-reparable, §1995 $1695 


*2°? 


Sew 


More HEWLETT-PACKARD TEST EQUIPMENT, most 
one-of-a-kind, USED-REPARABLE with output: 
kk kK kK KK KK KK KK KK KK KK KK KK 


HP-181A STORAGE SCOPE w/1804A 4-channel and 


thesized unit op- 
erates over 1.6 

to 30 MHz LSB-USB 
-AM-CW-ISB using six decade ranges in 100 Hz 


; used to test radar and | «),, . & @ 1825A time base plug-ins, $450-00 $375. 
tee ilk rane tus VFO: eue trol | beacon equipment in 8500 , ; 2 182T/8557A SPECTRUM ANALYZER, 0.1 to 
provides sensi P| to 9600 MHz range; func- P Se ee 350 MHz; log cal -117-+20 dB. $1750. 
LSB and USB Rv dantrels tions as signal genera- | @ LJ a 432B DIGITAL POWER METER no therm. $350. 

Af aaa tor, power and frequency © .@ @@ ae 652A TEST OSCILLATOR, 10 Hz-10 MHz, $175. 

Requires measuring device. Gener- Lae 654A 4 , w/auto-level, $200. 

6.1x ator output over band FM-CW-external modules 1200B SCOPE, DC-500 KHz dual trace, $245. 

tion; -7 to -85 dBm RF output. Sweep varia- 1725A " , DC-275 MHz dual channel $525. 

ey a ee + able from 0.2 to 6 MHz; pulse repetition to 3456A INTEGRATING DIGITAL MULTIMETER $600. 
SYSTEM, includes GSL-1900A 4000 pps. Freq-meter range 8470-9630 MHz 3490A 5-DIGIT MULTIMETER, $250. 
MOSOOA power supply, GSR-920 +/-2.5 MHz. RF power level input: +7 to +30 4261A DIGITAL LCR METER, $595. 
nd GSR-924 exciter in equipment dBm. Sawtooth sweep 0 to -100 V. Has 2.5 5327A 500 MHZ FREQUENCY COUNTER, $120. 
dia Milliwatt/DBM meter and 2K25 klystron. 5335A UNIVERSAL COUNTER OPT 040, $750. 


rack (no sides) with all cables + GCU-1935 
antenna coupler. GSR-924 exciter has NO 
OUTPUT; 450 lbs. USED-reparable, $3250.00 


Requires 115 VAC 60-1600 Hz. 11.5x17.5xl10, 
40 lbs sh. USED-REPARABLE, $225.00 
MANUAL for TS-147F, partial repro, $12.00 
AT-68 PICK-UP HORN, $12.00 

i F UG-446 ADAPTER, UG-39 flange to N conn, $12. 
FIELD PHONE UG-397 ADAPTER, UG-52A flange to N conn, $12 


8403A MODULATOR CONTROL with 8732B, 8733B 
or 8734B PIN modulators, $680 $425 each. 
8507A RF NETWORK ANALYZER, includes 8505A, 
8503A, & 9845 computer, $3560 $2595. 
8614A RF GENERATOR, 800-2400 MHz, $550. 
8655A SYNCHRONIZER/COUNTER £/8654AB, $525. 
8660C RF GENERATOR w/86602B 1-1300 MHz & 


TA-312 FIELD TELEPHONE 


: SERS ny 86633B AM/@ Locked FM plug-ins, $2595. 
“la Saveskepes Marnie RYCOM FREQ-VOLTMETER 8660B with 86602A and 86633B, $2350. 
PELE field, shone and 8690B SWEEP OSCILLATOR, no plug-in, $250, 
05 (OES ener paeeipiey "= RYCOM 6040 FREQUENCY sE- | 8709B PHASE-LOCK SYNCH for 8690B, $250. 


LECTIVE VOLTMETER, com- 
e] a , pact solid-state unit 
‘g i) ~ 6 3 with LCD Level dBm and 
{2 F . 
: ~ees Frequency displays; usa- 
leap ble as VLF receiver. 
2 hha” a8 Covers 300 Hz to 3.5 MHz 


woe La Sea oe AM-LSB-USB in ranges 
.30- 650, 550-1650, 1300-2400, 2000-3500 KHz. 


Bandwidths: 50 or 3500 Hz. Max dBm Levels: 
mt : e x -80 to +20 dBm in 10 dB steps & Auto Range. 
GRR-§5§ SUPPLY Bir... Impedance select 50-75-124-135-150-600 ohm 

> ‘ Bridge or Terminating. i 


8750A STORAGE NORMALIZER f/analyzers $250. 
8900B PEAK POWER CALIBRATION METER, $e5. 
11531A TEST PLUG-IN for 8690B, $250: 


Other TEST EQUIPMENT in stock, REPARABLE: 
BOONTON 74D CAPACITANCE BRIDGE, $250. $200. 
75A-S8 CAPACITANCE BRIDGE $2¢e0 $165. 
9200B RF MILLIVOLTER, w/probe $450. 
ESI PVB-300 POTENTIOMETRIC VOLT BRIDGE $200. 
FLUKE 207 VLF RECEIVER COMPARATOR $495 $375. 


Includes G-42 crank 
generator, BZ3 clack- 
er call signaler, H-60 
handset, and canvas carrying bag w/ 
strap. Requires 2 D-cell batteries (not sup- 
plied.) 12x7x4, 12#. Used-checked, $7. $65 
MANUAL for TA-312, partial repro, $8.50 


Display’ = oes Tons 3330B DC VOLT-CURRENT CALIBRATOR, $795. 
PP-308/URR POWER SUPPLY, count; built-in speaker. Requires 115 Vv 50- i a eR a haat iad he eee eit 
designed to provide 90 Vv, 60 Hz or 12 VDC 5 AH internal battery pack. : 


11912Z/1157B 500 MHZ FREQ-COUNTER, $250. 
1550A OCTAVE BAND ANALYZER, $125. $100. 


1558A OCTAVE NOISE ANALYZER, $260. $160. 


-4,2 V and 1.4 VDC re- 
quired to operate R-174/ ° : 
GRR-5 receiver from 6-12-24 VDC or 115 VA 


8x12x8, 25 lbs sh. USED-operational, $595. 


50-60 Hz input. Has built-in 4" dia LS101 ; : HLI 3701 COMMUNICATIONS TEST SYSTEM, $695. 
speaker, two vibrators, and tubes 0B2, two IMPEDANCE BRIDGE joey eee AM/FM MODULATION METER ines 
6AG7 and CK1007. 6.8x1.35x10.5, 30 lbs sh. ; TS-488A X-BAND ECHO BOX, 400. 
USED-REPARABLE, $55. MANUAL £/GRR-5, $7.50 eee apie sate Pee Ve : RACAL 9303 DIGITAL RF LEVEL METER, 9 ranges 
#AW-1010 INTERCONNECT CABLE (R174-PP308) $20 , P S00 CNV SEO. sEVes LOO URHZ-2>. GHz, $495 $350. 


unit measures Capaci- 
tance 1 pf to 1100 uf; 
Inductance 1 uH - 1100 H; 
Resistance (AC-DC) 1 m- 
ohm to 1.1 Megohm; Con- 
ductance 1 mmho to 1.1 
mhos. Accuracy +/-1%. ein - 
Also Dissipation (D) @ 1 KHz: 0.001 to 1 in 
series C, 0.1 to 50 parallel. Storage Factor 
Q @ 1 KHz: 0.02 to 10 (L in series); 1 to 
1000 parallel. Requires four D-cell batter- 
ies (not supplied) for operation. 13x6.8 
Mize 3) uel ipSsweh., USED-CHECKED, $350.00 
MANUAL for 1650B, partial repro, $10.00 


RADIOSONDE 


ML-659 RADIOSONDE, ultralight 
1680 MHz 500 mw transmitter is 
designed to be carried aloft 
by balloon and record tempera- 
ture, humidity and atmospheric 
pressure. The data is then 
transmitted to a remote receiv 
ing station. Includes humidity 
sensor and battery in sealed x 
cans. VIZ manufactured; no further info. 
U2S8x4.52%5.5, 5 Lbs she NEW A S495 


RADIOMETER AFM 2 MODULATION METER, 7 to 
1000 MHz AM-FM & F+2 MHz osc. $375. $325. 
SCIENTIFIC ATLANTA SD380 SIGNAL ANALYZER, 
with "waterfall" display & software, $2495. 
SIERRA 164B WATTMETER w/500 watt elements 
181A250 25-250, 181A1000 200-1000 MHz $175. 
SINGER/STODDART NM37/57 EMI METER, 30-1000 
MHz in 8 bands; w/bi-cone ant, $1250. $995. 
SORENSEN DCR40-250A POWER SUPPLY, 0-40 VDC 
250 amps; 480 V 60 Hz 3 phase input. 
Metered; constant current & voltage, $1450. 
TEKTRONIX T922 SCOPE dual trace 15 MHz $200. 
T932 OSCILLOSCOPE dual trace 35 MHz $285. 
7613/7L13 SPECTRUM ANALYZER, storage 
mainframe, plug-in 10 KHz-1.8 GHz plus 
reference level module. $3750 $2950. 
WAVETEK 750 DIGITAL PHASE METER, $350. 
2001 SWEEP GENERATOR, 1-1400 MHz, $750. 


CY-615 CABINET for GRR-5; (no AW-1010), $30. 
MT-768/URR SHOCKMOUNT for GRR-5, used, $7.50 


iBC-1206 RECE | VER 


BC-1206CM 200-400 KHZ RECEI- 
VER, old WW-2 vintage light 
aircraft beacon receiver; has 
volume control and headphone 
jack; 135 KHz IF. Requires 24 
VDC; uses tubes 2/14H7, 14A7, 14R7, 28D7. 
Same as Setchell Carlson 524; 4.3x 4.3x6.8, 
7 lbs sh. USED, AS-IS, LESS tubes, $9.00 
WITH TUBES, $14.00; MANUAL, repro, $4.00 


Ke Re, Kile Ki eK RT aL oR OUI. I) I OI) i ee 


AN/WRR-2A SHIPBOARD RECEIVER, 2-32 MHz AM- 
LSB-USB-CW in 4 bands, 500 Hz steps + verni- 
er; big complex (difficult) 2-deck set. In- 
terconnect cables/connectors not available. 
105-125 V 50-60 Hz; 26.5x22x30, 350 lbs sh. 
USED-NOT TESTED w/manual Rartdel repre, $425 
CEI 357/R-1401 VLF RECEIVER, 1-600 KHz AM-CW 
SSB-MCW-FSK; bandwidth 150-1K-3K-6K Hz. Di- 
gital readout; 115/230 V 50-400 Hz. 4x19x20, 
34 lbs. USED-OPERATIONAL w/manual copy, $525 


DATA TECH DIGITAL PANEL 
METER, 0-20 VDC 3-1/2 di- 
git using Sperry 7-segment 
0.5"H readouts. Input im- 
pedance 10 megohms; design accuracy +/-0.1% 
+ one count. Also auto polarity, overvoltage 
protection +/-200 V. Requires 115 VAC 60 
Hz. Units “count" but have weak displays 
and/or "dead" segments. 1.9"Hx4"Wx5.5"D, 3 
tbs sh,  #5313-=220, “AS-1S", $12.50 


S$95-P39 


R-1051G HF RECEIVER! 


R-1051G HF RECEIVER 
with IC circuitry in 
synthesizer allowing 
2 to 29.9999 MHz AM- 
CW-LSB-USB-ISB-RATT 
reception. Vernier 
: , . freq-adjust allows 
virtual continuous tuning; 500 KHz IF. Con- 
trols RF Gain, BFO, AGC Fast-Slow plus sep- 
arate USB & LSB Level controls for Phone and 
Line; Audio -10/0/+10/+20. 50 ohm antenna 
input; 600 ohm USB & LSB audio. Uses 2 tubes 
in RF. Highly stable for shipboard use. 7x 
17.4x18.9 85 lbs sh. USED-CHECKED, $895.00 
MANUAL £/similar R-1051F, partial repro, $48 
++eteteeteteeeteteetete ete et tet 
R-1051B RECEIVER, predecessor of R-1051G 
with most features. USED-CHECKED, $750.00 
MANUAL for R-1051B, partial repro, $45.00 


4-CHANNEL RECEIVER 


ROCKWELL-COLLINS 
HF-8054A RECEIVER, 
four channel 0.25 to | 


29.99999 MHz AM-CW- 
ISB; uses 7-place de- : 
cade thumb switches & i oi 
LED readout. Band- iris epigenetic 
width 3 KHz ISB; 16 KHz AM-CW and provision 
for five more filters. Stability better 
than 1x1078 Built-in speaker, signal me- 
ter, phone jacks. Options 10 Hz resolution, 
VBFO, oven freq-standard, input for external 
reference standard. Manuals not available. 
Requires 100/115/215/230 VAC 47-420 Hz. 6.8x 
19x20.8, 52 lbs sh. USED-EXCELLENT, $2700.00 
+e eet teeeee eee ee etetete te t 
ROCKWELL-COLLINS HF-8014A 4-CHANNEL EXCITER 
for use with HF-8020/21/22/23 power amps. 
Output 250 mw PEP over 1.6-29.99999 MHz 
AM-CW-ISB. General characteristics & options 
similar to HF-8054A. USED-EXCELLENT, $2950. 
HF8023/8032 1 KW RF AMP & 3 i) SUPPLY, WRITE! 
HF-8064 PRESELECTOR for HF-8054, WRITE! 
+++ tteeteeteteee tee tte tetet 
AN/URR-74 HF RECEI- 
VER (Watkin-Johnson 
8718), 5 KHz to 
29.99999 MHz AM-FM- 
CW-LSB-USB-ISB con- 
@=iF tinuously tuned on 
LED display. IF 
bandwidths 0.3-1-3.2-6-16 KHz; stability 6x 
10°8. Requires 100-115/230 V 48-420 Hz. 5.3x 
19x19.4, 43 lbs sh. USED-EXC BEDS, estes 
WJ-8888B RECEIVER, 0.5-29.99999 MHz AM-FM- 
CW-LSB-USB-ISB continuously tunable and read 
on LED display. Bandwidths 0.5-3-4-8 KHz; 
stability 6xl0-@/day. 5.3x19x19.5, 44 lbs. 
EXCELLENT appearance but “weak output" and/ 
or “off-frequency"; w/ manual copy, $1750. 


WATKINS JOHNSON HT-10 TUNER, 0.5 to 10 MHz 
for use with external 21.4 IF unit. Input 
Attenuator 0/-10/-20/-30/-40 db. Rear BNC 
inputs RF, AGC; outputs 21.4 MHz SM & IF, 
L.O. & Analog Tune Volts. Requires 115/230 v 
60 Hz. 3.4x19x19, 25#. USED-REPARABLE, $150. 


VLF RECEIVER 


R-1655/URR VLF RECEIVER/DE- 
MODULATOR by Rycom; covers 
1 to 150 KHz AM-LSB-USB-CW 
in bands 1-15 & 10-150 KHz. 
Selectivity 1-3.5-8 KHz using PEvEtS ELT= 
ters; 2.215 KHz IF. BFO-KHz -7-0-+7. Has 
0-10 Signal meter, Calibrate button, RF & AF 
Gain, and Phone jack. Rear panel Input Se- 
lect Bridge or 100 ohm circuit UNBAL or 
FLOAT input in ranges 0.1 mv-.1 V,.1 mv-l Vv, 
10 mv-10 V. Also BNC connections for RF IN, 
IF Out, Video Out. Requires 115 VAC 50-60 
Hz. 6.5x9x1l0, 19 lbs sh. USED-CHECKED, $225. 


LOG-PERIODIC ARRAY 


DORNE & MARGOLIN LOG-PERIOD- 
iC ANTENNA ARRAY, part of 
AS-2236/GRC; range 30-76 MHz 
with 3:1 VSWR, linear polar- 
ization, and 65 W CW power 
Input impedance 50 ohms; BNC connec- 
Mounts to 2.5" dia pipe. Packed size 


rating. 
tion. 
10"x42"x10"; unfolds to 10 foot square web. 


20 lbs sh. #DM-199-38-7634, NEW, $59.50 


S95-P40 


7-368 XMITTER 


T-368/URT TRANSMITTER, 
% 1.5 to 20 MHz @ 450 
watts CW, 400 watts AM. 
~ Has VFO-exciter w/ 6000 
——— .. tube and power amp with 
- | 4-400A final modulated 
a8 ; by two 4-125A's. Also 
1500 pf & 300 pf 10 KV 
vacuum variable capaci- 
Requires 115 AC 50-60 Hz 
725 lbs sh. Used-good 
condition, but not checked, $625. MANUALS: 
OPERATOR'S, $7.50; MAINTENANCE, repro, Sis. 
+e ee eeeeeeeeteeete ett te te t+ 
T-368E as above but uses vacuum relay in 
antenna RF input circuit, $675.00 
T-368F like T-368E but has ceramic 1500 pf 
vacuum cap and sealed relays, CALL 
NOTE: Tech data for T-368E-F not available 


ANTENNA TUNER fe 


TN-339 ANTENNA TUNER, intended 
for use with T-368 AM xmitter. 
Two 100-turn counter dials 
"tune" 2-10 and 10-20 MHz; an- 
other 100-turn counter adjusts . 3 
coupling. Has ceramic variable ome 
inductors 103, 14.3 and 6 uH. “* ae 
Also fixed vacuum capacitors 12 pf 32 KV and 
50 pf 20 KV, plus 3.5" dia 0-15 RF ammeter. 
11.x14.5x2.5, 60#. USED-complete, $140.00 


, or P-A tune. 
2200 Wi.) 4l.5x32x31, 


\ 
E 
b 
f 
i 


SWR POWER 


ME-165/G STANDING WAVE- 
RATIO POWER METER, de- 
signed for use with 
T-368 400 W transmitter; 
uses 12/ 600 ohm 50 W 
non-inductive resistors 
in paralllel to provide 
52 ohm 600 W load with 
SWR of 1.1:1 or less upto 30 MHz. 
Has 0-600 Watt meter, function switch Power- 
Adjust-SWR-Operate, & N connections. Flanged 
on back for wall mount. 1.5x9.8x9.8, 20 lbs. 
GOV'T-RECOND, $125.00; Manual, repro $8.50 


METER 


KK RK KK KK KK KK KK RK KK KK KOK 
ME-165/G, USED-GOOD-looking, complete, $45. 
Md , USED-POOR-looking, complete, $25. 


RT-662 & AM-3349/6RC-106 


~ . RT-662/GRC-106 TRANS- 
, CEIVER, covers 2 to 

# 29.999 MHz USB-AM-CW- 

a FSK; tunes using 5- 

* decade mechanical 
switches to 1 KHz in- 
Exciter output 100 
Controls for Service Selector, PA Load, 
BFO, and other audio 

Signal Level meter. Re- 
amps; 7x18x13, 56 lbs sh. 
tested/LESS meter, $250.00 


crements plus vernier. 
MW. 
Squelch, Noise Blanker, 


functions. LESS 
quires 24 vDc 10 
USED-"AS-IS" not 
RT-834/GRC-106A, 
2-29.9999 MHz, 


similar to RT-662 above but 
$425.00 


0.1 KHz increments, 
¢ 


AM-3349/GRC-106 POWER 
AMPLIFIER, amplifies 
100 MW output from 
RT-662/834 to 200 W 
AM or 400 W PEP. Uses 
two 4CX350A tubes in 
PA and 7-1000 pf 5 KV : sina 
vacuum capacitor. Controls for ANT TUNE “eae 
LOAD, 50 ohm line, Test Meter Function, and 
system ON-OFF. LESS meters Antenna Tune, 
Load, & Test. Requires 28 VDC 1000 W max. 9x 
18x13, 77 lbs. USED-"AS-IS", no meters, $525 
KR I Ie Se KE RIE ee Sen) ORK RT done 


MANUAL for GRC-106 (not A), part-repro, $35. 
OPERATOR'S MANUAL £/GRC-106A. part-repro $10 
H-33/PT HANDSET, used-checked, $17.50 

M-29B MIC, used $12. H-227 Headset, $t7 $13 
LS-166 SPEAKER, used, $16. UNUSED, $24.00 
AB-652 MAST BASE, 6 lbs sh. UNUSED, $27.00 
MT-3140 MOUNT & SIDE PLATES, 25#. Used, $35. 
CX-10099 INTERCONNECT CABLE, used, $20.00 
CX-10171 ANTENNA CABLE, 4 lbs. Used, $22.00 
GRA-50 ANTENNA MAST KIT for GRC-106, con- 
sists of 3 each MS-116 and 1 ea MS-117 & 
MS-118 three foot mast sections, AB-652 mast 
base, polyethylene cover sheath, and CW-206 
canvas bag; 18 lbs sh. USED, $35.00 


275 MHZ SCOPE 


HEWLETT-PACKARD 1720A 
PORTABLE SCOPE, DC to 
275 MHz response with 
dual channels, large 
6x10 CM display, and 
selectable input im- 
pedance 50 ohms or 1 
megohm. Modes Channel A or B, A+B, A & B al- 
ternating, A & B chop. Deflection: 5 mv-5 V/ 
div in 10 calibrated steps, 1-2-5 sequence 
plus vernier to 12.5 V. Sweep: 10 ns-0.2 s/ 
div in 23 steps, vernier to 0.5 sec and X10 
magnifier. Trigger normal, auto or single. 
Delay sweep: 10 ns-0.1 s/div in 22 steps, 
vernier to 0.25 sec; delay time varies 0.02 
us-2 sec. Calibrator 1 KHz squarewave, l V 
P-p. Requires 115/230 VAC 50-440 Hz, 38 lbs 
sh. Used-reparable, $425. Checked, $550.00 
MANUAL for HP-1720A, partial repro, $25.00 
te ttt tit ttt et tte tet t+ tt t+ 
HP-1710A SCOPE, similar to 1720A except DC 
to 150 MHz and 20 ns time base & delay. 
USED-REPARABLE, $395. CHECKED, $595" $500 
MANUAL for HP-1710A, partial repro, $22.00 
HP-1722B 275 MHz DELTA-TIME SCOPE with 
microprocessor, 5-function LED display, & 
1 ns/div sweep. USED-REPARABLE, a 00 


PRC RADIO TES 


TS-3354/PRC-68 TEST SET, de- 
signed to test receiver sen- 
sitivity and transmitter 
output of RT-1113/PRC-68 
transceiver on Red-Green 
meter scale. Also FSM 
(field strength) readings 
to adjust antenna coupler 
and Battery Test function. 
Controls Dials A-B-C-D for 
Frequency Code & Function 
FSM-RCV-XMT-BAT. Includes 
FSM antenna, antenna adapter connector, 

and U229 audio cable. In 11x6.5x7.5 fiber- 
glass case; 12 lbs. USED-EXCELLENT, $99.50 


TS-2587B/PRM-31 TEST SET for 
RT-794/PRC-74 backpack HF radio. 
Built-in dummy load allows mea- 
surement of xmitter output. Al- 
so tests for battery and recei- 
ver sensitivity plus testing of 
modules Freq-Synthesizer, Freq 
Generator, Power Amp, Tx-RF, 
Tx IF/Audio, Rx IF/Audio, 
and Rx RF. Has 3.5" dia 
meter with scales 0-3- 
15-45 V and 0-30 watts. 
Switches for Function 
OFF-15VDC-45VDC-3VAF- 
30WRF-0.3VRF-3VRF, Frequency 1.75-2-5-8-12 
MC, and Level 3-30-300UV-30 MV. Includes 
battery, audio & module cables; in aluminum 
transit case. 5xl0xll, 12 lbs. USED, $125. 


GRA-39 CONTROL SE 


AN/GRA-39 RADIO CONTROL SET, 
allows operator to xmit 
or receive voice communi- 
cations from VRC-12 fami- 
ly & PRC-25/77 radios at 
remote station upto 2 mi- 
les away. Field phone 
wire required to connect 
C-2328/GRA control at re- 
mote site to C-2329 Local con- 
trol at radio. C-2328 has built-in 
speaker; controls Volume, Buzzer Volume, 
Ringer & function TEL-RAD-RAD/SPKR. Also 
audio connection for H-138 or = handset (not 
included) to remotely key xmitter. C-2329 
has same controls except no Volume or speak- 
er; coil cable connect to transceiver. Both 
require six D-cell batteries (not supplied) 
for operation. With canvas carrying bag. 

27 lbs sh. USED, $95.00 


Each 3.9x8.9x8.9; 


ANTENNA MOUNT BRACKET for 
mounting 2" dia antenna 
bases like military AB-15 
to vehicles or other flat sur- 
faces. Mount plate 6.3"Wx4"H; 
base hole center extends 3.9" from plate. 4 
lbs sh. #SM-B114371, NEW, $9.95 

AB-15 MAST BASE, used with many vehicle ra- 
dios from WW-2 til now; 3 lbs. UNUSED, $15. 


